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All In One Energy Storage System
CATL Battery Solutions

- ~
|
|
|

\ J

CATL LFP Battery, stable and safe
Module, pack, system, triple tection
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“Modular design, single person can carry and
install it.Plug and play, min quick installation
Space saving; 0.15 sq. m foot p

' 4
GMI ¢tloud plaform

Battery Model BIUE-PACKS5.1
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Hybrid Inverter Model BluE-S 3680D BluE-S 5000D
PV String Input
Max. DC Voltage 580V 580V
Nominal Voltage 400V 400V
MPPT Voltage Range BOV-560V BOV-560V
Start Voltage 130V 130V
Number of MPPT Tracker 2 2
Strings Per MPPT Tracker 1 1
Max. input Current Per MPPT 15A 15A
Max. Short-circuit Current Per MPPT 18A 184
AC Output (Grid)
Nominal AC Output Powier 3680W 5000W
Max. AC Apparent Power 7360VA ( from grid) 7360VA ( from grid)
Max. AC Output Power 3680W 5000W°
Nominal AC Voltage 230Vac 230Vac
AC Grid Frequency Range 50 / 60Hz+5Hz 50 / 60Hz+5Hz
Max. Output Current 164 2277
Max. input Current 32A 32A
Power Factor (cos®) 0.Bleading-0.8lagging 0.8leading-0.8lagging
THDi <3% <3%
Battery Input
Battery Ty LFP (LiFePO4) LFP (LiFePO4d)
Nominal Voltage 48V 48V
Charging Voltage Range 40-60V 40-60V
Mayx. Charging Current 504 100A
Max. Discharging Current 80A 100A
‘Battery Capacity 100-4004h 100-400Ah
Charging Strategy for Li-ion Battery Depend on the BMS Depend on the BMS
AC Output (Backup)
Max. Output Apparent Power 4000VA S000VA
“Peak Output Apparent Power 6900VA 10sec 6900VA 10sec
Max. Output Current 16A 20A
Nominal Output Voitage 230V 230V
Nominal Output Frequency 50/60Hz 50/60Hz
Output THDv (@Linear Load) <3% ( Linear Load ) <3% ( Linear Load )
Max. PV Efficiency 97.6% 97.6%
Euro. PV Efficiency 97.0% 97.0%
Protection . -
DC Switch Bipolar DC Switch (125A/Pole) Bipolar DC Switch (125A/Pole)
Anti-islanding Protection Yes Yes
Output Over Current Yes Yes
DC Reverse Polarity Protection Yes Yes
String Fault Detection Yes Yes
AC/DC Surge Protection DC Type IAC Type Iil DC Type ILAC Type Il
Insulation Detection Yes Yes
AC Short Circuft Protection Yes Yes
General Specifications
Dimensions Wx Hx D 540+590*240mm
Weight 32kg
Operating Temperature Range -25°C~+60"C
Noise (dB) <25
Cooling Type Natural Conwvection
Max. Operation Altitude 2000m
Operation Humidity 0~95% (No Condensation)
IP Class IP65
Topology Battery Isolation
Communication RSA85/CAN2.0/WIFI/AG
Display LCD/APP
T IEC/EN 62109-182IEC/EN6I000-6 AEC/NG1000.6. 2ENG1000 6.3 |sc.rmmm§%;'agm»sm 3.11;

N 4777 SRS GUIDEARN A10RC D0 21/COR I T

40 Www.nngenergy.com
) info@nngenergy.com

nngenergy

@ vivarng
@ SAVY-AFYYS .

DS U i et a0 M e oS3 ol 5 @)
VOVAAYEYYY & g S YV aib )y lesslo ASH,




